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Typical Details CE-1

Construction Products Group

Detail:

The architecture, engineering, and design of the project using the Nudura products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Nudura specifically disclaims any liability for the use of this detail. The project
design professional determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited
for the project. This detail is subject to change without notice. Contact Nudura to ensure you have the most recent version.

Standard 152mm Form Unit Block And Beam Floor Connection Detail
At Grade Exterior Finish As Specified

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

AutoCAD SHX Text
HORIZONTAL/VERTICAL REINFORCEMENT  AS PER CODE  OR AS SPECIFIED BY LOCAL PRESCRIPTIVE OR ENGINEERING DESIGN 

AutoCAD SHX Text
BEAM AND BLOCK FLOORING AS SPECIFIED 

AutoCAD SHX Text
EXTERIOR FINISH AS SPECIFIED

AutoCAD SHX Text
NUDURA STANDARD 152mm FORM UNIT 
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FOAM REMOVED FROM BEAM LOCATIONS ONLY (BEARING END OF BEAM SHOWN BEYOND)
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CONTINUOUS POURED CONCRETE STRIP FOOTING 
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COMPACTED GRANULAR FILL
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100mm PERFORATED DRAINAGE PIPE 

AutoCAD SHX Text
WATERPROOF CONCRETE TO 152mm ABOVE GRADE
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FINISHED CONCRETE TOPPING AS SPECIFIED
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APPROVED I.C.F RENDER
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BEAM REINFORCEMENT ANCHOR
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FOOTING SIZE AS PER ENGINEERED DESIGN
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FINISH AS SPECIFIED
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DISCLAIMER NOTICE: SPECIFIC INFORMATION REQUIRED FOR COMPLIANCE WITH LOCAL CODES IS THE RESPONSIBILITY OF THE DESIGNER
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