— :. . o a - 1n
EXTERIOR FINISH———— Miw nn 2 (13mm)
AS SPECIFIED N T A | GYPSUM BOARD
- - % %E - BLOCKING BETWEEN
~ %2 ) LR (o> It JOISTS
HORIZ/VERT Tt |
REINFORCEMENT AS s O R JOISTS/TRUSSES
PER CODE OR AS — s o — | AS ‘SPECIFIED
SPECIFIED S LN S —
— — — £
WET SET DOWELS —f 1 A=
TO MATCH VERTICAL — 11 '
REINFORCEMENT —1 .1 - [] o . —
BETWEEN POUR OR 1.1 Y
AS SPECIFIED N PRV R @§\ :
— D g — |
FINISHED GRADE T L ' @ \
MINIMUM 6" \ N R N ¥ (13mm)
(152mm) OR AS Y L GYPSUM BOARD
PER CODE — | — |
| B - PROPRIETARY EMBEDDED
— - JOIST ANCHORAGE
A< \\//\\\//\\\//\\\//\\\// NG - SYSTEM OR EQUIVALENT
/ —
/\\//\\//\ \// 7 \\ — | ; -
N 7 ’ T ”
\ (/5///) ////\\///\\/ I NUDURA 10" (254mm)
mm . a 1 STANDARD FORM UNIT
ACRYLIC PARGE\//\/ - q
COAT 7 \/ \\ > g
/x/ — [:) ] — - 1» (13mm)
/. . [ ( I 7
NUDURA WATERPROOF><// — L9 A GYPSUM BOARD
MEMBRANE %
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for the project. This detail is subject to change without notice. Contact Nudura to ensure you have the most recent version.
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