r N
— A 5\6 ,/' 1 - :
— — fe——— 3" (13mm)
= — | GYPSUM BOARD
EXTERIOR FINISH———=— | N B 1
AS SPECIFIED - | I D
| =] . - NUDURA 12”
- a0 ‘ (305mm) STANDARD
N U R 1 FORM UNIT
— — S— —
HORIZ/VERT — /2? RIM JOIST
REINFORCEMENT AS = EE
PER CODE OR AS e N -
SPECIFIED — L\ W — |
— S e — WOOD
- —— 1 — 1 JOISTS/TJI/TRUSSES
WET SET DOWELS —F -] . 1 AS SPECIFIED
TO MATCH VERTICAL -1 | 1L /7
REINFORCEMENT e IS IR IR /
BETWEEN POUR OR o 4 — /
AS SPECIFIED - o L
— B i s
- —=—F— | JOIST HANGER
FINISHED GRADE—~ —— | — 7 70 .
MINIMUM 6” \ — o S / \B\\
(152mm) OR AS - e b= e e ——
PER CODE e lb.— L o1 N\
L \g?:/; A SHEAR BRACKET
/\\\\\/\\\/\\\/\\/ N
////////////// — {4+ - |71 || “——SIMSPON STRONG
\\\\ \\ , 4 ) 4 TIE (ICFVL)
\//////// / - o N E -
=" (5mm) \\\\\\ “ .
ACRYLIC PARGE /A — ~ |l 7 (13mm)
COAT A NS ——F GYPSUM BOARD
X/ - ] G— ) -
NUDURA WATERPROOFX = 7 =
MEMBRANE .
§ y,

The architecture, engineering, and design of the project using the Nudura products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Nudura specifically disclaims any liability for the use of this detail. The project
design professional determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited
for the project. This detail is subject to change without notice. Contact Nudura to ensure you have the most recent version.
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